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SPECIFICATIONS:
1: UNDERGROUND PULL SECTION IS PROVIDED FOR BOTTOM 
ENTRY OF INCOMING CABLES AND/OR TERMINATION OF 
UNDERGROUND UTILITY CABLES. UNDERGROUND PULL 
SECTION CAN BE PROVIDED WITH OR WITHOUT A EUSERC 
APPROVED LUG LANDING. WHEN PROVIDED WITH A LUG 
LANDING, MAXIMUM AMPACITY IS 800 AMPS.
2: UNDERGROUND PULL SECTION IS THE SAME DEPTH AS 
SERVICE SECTION AND CAN BE PLACED ON THE RIGHT- OR 
LEFT-HAND SIDE OF THE SERVICE SECTION.

3: FINISH: ANSI #61 TEXTURED POWDER COAT FINISH

CATALOG NUMBER
INDOOR OUTDOOR

SA26PS SA26PSR

INDICATES 
RECOMMENDED 
CONDUIT AREA

EUSERC REFERENCE*
EUSERC DRAWING 345 - UNDERGROUND SERVICE TERMINATION
EUSERC DRAWING 347 -  UNDERGROUND PULL SECTIONS

*USED IN COMBONATION WITH LUG LANDING KIT (SA8LL)
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THIS DRAWING IS THE PROPERTY OF MAVERICK POWER AND CONTAINS 
PROPRIETARY AND CONFIDENTIAL INFORMATION WHICH MUST NOT BE 

DUPLICATED USED OR DISCLOSED OTHER THAN AS EXPRESSLY AUTHORIZED BY 
MAVERICK POWER.

MATERIAL: DESCRIPTION

DWG/PART  NO.

REV
 

NEMA 1 AND NEMA 3R PULL 
SECTIONS 
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ECR #:

FIRST USED ON:

FINISH:

SPEED-D10

LINEAR
DIMENSION

X.X = 0.060
X.XX = 0.030
X.XXX = 0.020

HOLE
DIAMETER

X.XX = 0.010
X.XXX = 0.003

ANGLE DIMENSIONED 1
UNDIMENSIONED 90 2

UNITS OF 1.
MEASURE: 
INCH

STANDARD 2.
TOLERANCE 
UNLESS 
OTHERWISE 
SPECIFIED

NOTES:

THIRD ANGLE

MASS (LBS):
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